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AQUAHIT/SL  (semigloss sheen) code VE3900 
AQUAHIT/S   (satin sheen) code VE3910 
AQUAHIT/O   (mat sheen) code VE3920 

TECHNICAL DATA (based on  room temperature of +73.4°F and 65%  relative humidity)  
Viscosity  35”F4 ± 10”F4  
Specific weight 1.04 ± 0.02 
 pH  8.0 ± 0.5 
Dry to touch 20 mins  
Recoating after / within 3 / 48 hrs 
Dry for abrading after 6 - 8 hrs 
Cautious foot traffic after 24 hrs 
Completely dry after 5 - 7 days  
Konig hardness 77 
Buchholz hardnes s 77  
Abrasion resistance  (Taber Abraser, wheel CS10, 1000 g weight, 1000 rounds) 35 mg 
 Sheen      AQUAHIT/SL 50 gloss 

AQUAHIT/S 35 gloss 
AQUAHIT/O 20 gloss 

Recommended coverage (per coat)  400 - 500 sq. f. / US gal. 
Max. VOC  % content 10 % 
Max. VOC g/lt content 104 g/lt 
Max. allowed VOC content (Subcat. i SB One-pack performance coatings) 140 g/lt 

 

DESCRIPTION 
Waterborne, single-component, acrylic finish for wood floors, particularly suitable for light wood species (oak, maple, ash, pine, etc.). 
Designed for ease of application, AQUAHIT provides good abrasion resistance. To increase the wear and chemical resistance of the finish 
film, it is possible (but not essential) to add to the amount of finish to be used for the final coat  4% of Carver PLUS crosslinker/catalyst.  
 

DIRECTIONS 
Sand and fill the floor as for any waterborne finish, removing all wax, oil or existing finish. After final sanding or screening, vacuum and tack 
thoroughly. Apply 3 coats of AQUAHIT finish by pad, roller or brush. Abrade lightly  between coats. For application by spatula no abrasion is 
required.  AQUAHIT can be used with Carver waterborne sealers. 
 

NOTICE 
• A possible skinning near the screw cap does not alter the quality of the product. Before application, and after shaking the can, 

simply filter the finish.
• Apply the product at a room temperatures between 59°F and 95°F with a relative humidity rate between 35% and 90%. Allow the

product to reach room temperature before application. During warmer weather, 5% demineralized water can be added to extend open
time. 

• Once mixed with the finish, PLUS crosslinker is active for 24 hours, after which the finish can be used for first and second coats.
• Always adhere to the prescribed recoating and abrading schedule. After abrading, always vacuum and tack thoroughly. 
• Abrade using a buffer equipped with fine or extra fine screen discs at low speed and moving rapidly, or else by hand. 
• Clean tools with Carver IDROCLEANER or, for lack of this, with water and mild soap. 
• The finished surface can be cautiously walked on after 24 hours. It achieves the optimal physical resistance after 5 - 7 days. 

Protect from freezing! 
Dispose of excess product and empty containers properly. 

If the original unopened container is stored in a cool dry place, the product will keep for 12 months. 

Obligation of manufacturer: 
Technical datasheet and Safety datasheet are available for each Carver product. In case of products proved to be defective upon verification of manufacturer’s 
persons in charge, manufacturer’s only obligation shall be to replace such quantity of product proved to be defective or refund its purchase price. Neither the 
manufacturer nor its distributors shall be liable for any damage, loss or injury, direct or consequential, arising out of the use or the inability to use the product. 
The user shall ascertain the suitability of the product for the intended use. He is fully responsible for the correct application of the product in conformity with the 
local laws  and regulations in force and undertakes all risk and liability connected therewith.  


